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© A locking apparatus for a multicomputer system. 
The lock apparatus is a two level system wherein 
local lock managers grant locks on a resource only 
after they have acquired an appropriate token from a 
lock control server which is the owner of the re- 
source. The lock control server is passive and has 
all the control information for a resource it owns. 
When a local lock manager needs a token in a 
specified mode for a particular resource, it acquires 
the token from the lock control server, if there are no 
conflicting tokens, then the lock control server grants 
the token. However, if there are conflicting tokens, 
then the lock control server responds with a list of 
the local lock managers with conflicting tokens. The 
requesting lock manager then requests each of the 
local lock managers with conflicting tokens to give it 
up and to acknowledge when it has done so. When 
the acknowledgements have been received, the local 
lock manager requests the lock control server to 
update its table and grant the requested token. 
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I. BACKGROUND OF THE INVENTION 

a. FIELD OF THE INVENTION 

This invention relates to distributed lock man- 5 
agers for use in multicomputer systems having 
access to shared files. 

b. Related Art 

10 

In a closely coupled system, multiple data pro- 
cessing nodes, each under control of its own op- 
erating system, are joined by a communications 
network and have shared files stored on disks. 
Access to the shared files is coordinated by a set 75 
of protocols which are implemented in each of the 
respective system's software. 

One concern in closely coupled systems is 
properly synchronizing shared file accesses to en- 
sure that conflicts do not occur between tasks. For 20 
example, in a banking system, one task may be a 
customer withdrawing money from his account us- 
ing an automatic teller machine and another task 
may be the bank updating the customers account 
to process a check. If these tasks are not synchro- 25 
nized, the resulting account balance may be in- 
correct. 

One method of synchronizing tasks in a file 
sharing environment is known as locking. By this 
method, a task first obtains access to a data struc- 30 
ture known as a lock and then indicates the type of 
access that is desired in order to either read or 
modify data in the file, database or other data 
object that is protected by the lock. Other tasks are 
then prevented from accessing or given only limit- 35 
ed (e.g. read only) access to the protected data 
until the one task changes the indication of the 
type of access desired and releases the lock so 
that other tasks can access it. 

Commonly, a global lock manager is provided 40 
to resolve lock requests among tasks running on 
different processors and to maintain queues of 
tasks awaiting access to particular lock entities. 
One approach to global lock management is to 
distribute the locking function among the coupled 45 
processors. This method is referred to as distrib- 
uted lock management. Closely coupled systems 
having a distributed lock manager are described, 
for example, in United States Patent 5,161,227 to 
Dias et al. and United States Patent 5,226,143 to so 
Baird et al. 

In systems having a distributed lock manager, 
an attempt is typically made to resolve the lock 
requests from within the processor. Whenever this 
is not possible, communication with a remote pro- 55 
cessor is initiated to resolve the lock request. 

Distributed locking protocols commonly divide 
the lock space into multiple partitions which are 



assigned to respective ones of the coupled proces- 
sors. Requests for an entity (i.e. a particular lock 
data structure) are sent to and resolved by the 
processor which owns the partition to which the 
entity belongs. 

A distributed lock manager requires coordina- 
tion between nodes to enforce the locking protocol. 
This coordination is typically achieved by exchang- 
ing control messages between the nodes. 

II. SUMMARY OF THE INVENTION 

According to an embodiment of the present 
invention a multicomputer system includes a two 
level locking system wherein local lock managers 
grant locks on a file only after they have acquired 
appropriate lock granting authority (called a "to- 
ken") from a lock control server (LCS) which is the 
owner of the file. The lock control server is passive 
and has all the control information for a file it owns. 
When a local lock manager (LLM) needs a token in 
a specified mode for a particular file, it requests the 
lock control server to grant the token. If there are 
no conflicting tokens outstanding, then the lock 
control server grants the requested token. How- 
ever, if there are conflicting tokens, then the lock 
control server responds with a list of the local lock 
managers with conflicting tokens. The requesting 
local lock manager then requests each of the local 
lock managers with conflicting tokens to give it up 
and to acknowledge when it has done so. When 
the acknowledgements have been received, the 
requesting local lock manager requests the lock 
control server to update its table and grant the 
token. 

III. BRIEF DESCRIPTION OF THE DRAWING 

FIG. 1 depicts a closely coupled sys- 

tem suitable for use with the 
present invention; 

FIG. 2 is a flow chart of the token 

granularity task in the present 
system; 

FIG. 3 is a flow chart of the lock re- 

quest task of a local lock man- 
ager in the present system; 

FIG. 4 is a flow chart of the handling of 

ACQUIRE and UPGRADE re- 
quests by an LCS. 

FIG. 5 is a flow chart of the handling of 

a CHANGE-TOKEN request by 
an LCS. 

FIGs. 6A-6E depict the changes in the state 
of the LLM and LCS tables due 
to a series of tokens requests; 

FIG. 7 shows the sequence of mes- 

sage flows among the LLMs 
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and the LCS; 
FIG. 8 illustrates message formats in 

the present system; 
FIG. 9 is a functional block diagram of 

an LLM; and, 
FIG. 10 is a functional block diagram of 

an LCS. 

IV. DETAILED DESCRIPTION OF THE PRE- 
FERRED EMBODIMENT 

The distributed lock manager of the present 
system is used for serialization of concurrent oper- 
ations on common data objects between two or 
more processing nodes using lock and unlock 
calls. In the preferred embodiment, a lock can be 
obtained in READ (shared) mode or in WRITE 
(exclusive) mode. If a lock is unavailable in the 
required mode, the calling thread of execution is 
blocked until the lock is available. 

Every processing node has its own local lock 
manager (LLM) which implements the lock and 
unlock calls. The local lock manager is an inactive 
entity, but in the following description it is conve- 
nient to speak of the node acting as the lock 
manager in granting locks. 

A node grants a READ or WRITE lock only if 
the node has the lock granting authority, desig- 
nated by a "token", on the file in the required 
mode. Therefore, when the first lock call is made 
on a file, the node must first acquire a token on the 
file in the required mode. At any given time, either 
multiple READ tokens or a single WRITE token can 
be outstanding for a file. For every file, there is an 
known owner (i.e. every node includes a table 
which lists all shared files and their owners), and a 
token is obtained by contacting the owner of the 
file. When a node contacts the owner, the owner 
may have given tokens to some other nodes, in 
which case further arbitration may be necessary to 
acquire a token. 

A closely coupled system suitable for use with 
the present invention is illustrated in FIG. 1. The 
system includes a number of processing nodes 
(sometimes referred to as nodes) 102-108 intercon- 
nected by way of a communication network 110. 
The systems 102-108 can be embodied, for exam- 
ple, on IBM RISC System/6000 machines using 
AIX 3.2. The communications protocol can be, for 
example, SUN Microsystems RPC (remote proce- 
dure call), which can run either on UDP or TCP. 
The network 110 can be of any conventional type, 
for example a token ring. 

According to an embodiment of the present 
invention, each of the systems 102-108 includes a 
lock control server 112 and a local lock manager 
114. Within each system, the LCS controls access 
to the shared files 116 that the system owns. The 



local lock managers 1 1 4(1 )-l 14(3) grant locks on a 
file only after they have acquired appropriate lock 
granting authority from the lock control manager 
which is the owner of the file. For purposes of 
5 clarity, the LCS and shared file is shown only in 
one of the systems while LLMs are shown in each 
of the other systems. It should be understood, 
however, that one or more sets of shared files, an 
LLM, and an LCS are present in each of th 

to systems. 

The lock control server 112 maintains all of the 
control information for the resources it owns in a 
state table 1004. The lock control server is a pas- 
sive and state-full lock manager. By passive, it is 

75 meant that the lock control server does not send 
any messages to other nodes on its own. By "state 
full" it is meant that' the lock control server main- 
tains the exact state information about the location 
of the tokens, along with their modes, at all times. 

20 The lock control server is provided with enough 
space in its state table so that it can always hold all 
information about all outstanding requests. There- 
fore, the lock control server does not have to 
initiate any communication because of a shortage 

25 of space in its data structure. In the entire protocol, 
the lock control server only responds to messages 
but does not initiate communication on its own. 

A functional block diagram of a local lock man- 
ager is shown in FIG. 9. Each LLM 1 14(1 )-1 14(3) 

30 includes a file/owner directory 902 and a lock state 
table 904. Each of these constructs 902, 904 is 
formed in the processing node's random access 
memory. The file owner directory 902 includes a 
list of all shared files in the system and their 

35 respective owners. For any file required by an LLM 
the network address of the owner can be deter- 
mined by reference to the directory 902. 

The lock state table 904 includes an entry for 
each token known to the LLM. Each entry includes 

40 three fields. The token ID field identifies a token. 
The mode field indicates the mode (read, write or 
transition) of the token. The lock bit field indicates 
whether a process executing on the particular node 
which includes the LLM has a lock on the file. 

45 The LCS Request Generator 906 forms mes- 

sages to generate appropriate lock requests on the 
network. Lock request messages which can be 
generated by an LLM include ACQUIRE, UP- 
GRADE, GIVEUP and CHANGE-TOKEN. The par- 

so ticular type of message used is selected by the 
node based on information in the lock state table 
904. 

A node uses an ACQUIRE control message 
when it does not have a token for the file in 
55 question. A node uses an UPGRADE control mes- 
sage when it has a read token, but needs the write 
token. The GIVEUP control mesage is a mecha- 
nism for a node to relinquish a token voluntarily. A 
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node may want to do so when, for example, it is 
short of memory for its local state. In particular, if a 
node needs to acquire a token on a new file and its 
local state table is full, then the node gives up the 
token on one of the other files, thus making room 
for the new one. Finally, a node uses a CHANGE- 
TOKEN control message when it wants to change 
the state of a token at the LCS. 

The lock granularity determination block 910 
determines the proper granularity for the token. 
When a lock request is received by the LLM, the 
token granularity determination block 910 deter- 
mines whether a token covering the entire file or 
only a portion of the file should be acquired. The 
determination block 910 signals the LCS request 
generator 906 accordingly and the LCS request 
generator generates 906 the request message ac- 
cordingly. The particular method used by the lock 
granularity determination block is illustrated in FIG. 
2. 

The lock state comparator 908 receives lock 
requests from processes executing on the node. 
When a lock request is received the lock state 
comparator scans the lock state table 904 to deter- 
mine if there is an entry for the requested file and 
if the requested lock state is compatible with the 
present lock state. If there is an entry and the lock 
states are compatible, the lock state comparator 
908 signals the state table update block 910, which 
updates the locks state table accordingly. If not, the 
lock state comparator signals the LCS request gen- 
erator 906. The LCS request generator 906, based 
on the signal from the lock request granularity 
determination block 910, generates the appropriate 
lock request and sends it to the LCS. 

If there are no conflicting tokens, then the lock 
control server 112 grants the requested token by 
responding with an OK message. However, if there 
are conflicting tokens, then the lock control server 
112 responds with a NOT OK message and a list 
(a "copy set") of the local lock managers with con- 
flicting tokens. 

The response analysis block 914 receives re- 
sponse messages from the network and analyzes 
them to determine the appropriate LLM action as 
illustrated in the flow chart of FIG. 3. If, in response 
to an ACQUIRE, UPGRADE or CHANGE-TOKEN 
request, an OK message is received from the LCS, 
the response analysis block 914 signals the state 
update table block. The state update table block 
912 updates the lock state table and grants the 
lock. If, in response to an ACQUIRE or UPGRADE 
request, a NOT OK message is received from the 
LCS, the response analysis block 914 signals the 
LLM downgrade/revoke request generator block 
916. The LLM downgrade/revoke request generator 
block 916 sends a revoke/downgrade message to 
all LLMs in the copyset supplied by the LCS. 



If the response analysis block 914 receives an 
OK message from another LLM, it checks to see if 
all the LLMs in the copyset have acknowledged. If 
so, it signals the LCS request generator block 906. 
5 The LCS request generator block 906 sends a 
change token message to the LCS. The response 
analysis block 914 does not do anything if all LLMs 
have not yet acknowledged. 

If the response analysis block 914 receives a 
70 downgrade/revoke message, it signals the state 
table update block 912. The state table update 
block 912 updates the lock state table 904 accord- 
ingly and sends an OK message to the LLM on the 
network. 

75 A functional block diagram of the lock control 

server 112 is shown in FIG. 10. Each LCS includes 
a lock state table 1004, which is formed in the 
processing node's random access memory. Each 
entry in the local state table 1004 includes three 

20 fields. The token ID field identifies a token. The 
mode field indicates the mode (read, write or tran- 
sition) of the token. The copyset field contains the 
list of processing nodes that have been granted the 
token. 

25 When a lock request message is received by 

the LCS, the lock state comparator 1002 checks 
the lock state table 1 004 to see if the token can be 
granted. If the token can be granted then the lock 
state comparator signals the state table update 

30 block 1008, which updates the lock state table 
accordingly. The state table update block 1008 
then sends an OK message to the requesting LLM. 
If the token cannot be granted, the lock state 
comparator 1002 signals the LLM copyset gener- 

35 ator 1006, which generates a list of processing 
nodes that have the token in the conflicting mode 
and sends the list and a NOT OK message to the 
requesting LLM. 

The response analysis block 1010 receives re- 

40 sponses from the network (in form of change token 
messages) and analyzes them. The response ana- 
lysis block 1010 signals the state table update 
block 1008, which updates the lock state table 
accordingly. The state table update block 1008 

45 then sends an OK message to the requesting LLM. 

Each of the local lock managers 11 4(1)- 114(3) 
comprise software tasks which are executed under 
control of the system's main control program (op- 
erating system) and one or more data structures 

50 (lock tables) which store the control information for 
the shared files owned by the system. Specifically, 
each lock control manager includes two tasks: a 
granularity task which applies a set of heuristic 
rules to determine the granularity of a token and a 

55 lock management task which makes token requests 
and manages the lock control protocol for the sys- 
tem. 
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A flow chart of the token granularity task is 
illustrated in FIG. 2. In step 202 the LLM converts 
the starting offset (X bytes) and length (Y bytes) 
specifying a portion of a file to be accessed to 
whole pages, wherein the starting page number is 
P and the end page number is Q. Then in step 
204, the LLM determines whether the file is a 
directory type. (A file is of directory type, if it is 
used by the system to store the names and inter- 
nal addresses of other files instead of regular text. 
A file is designated as a directory type by the 
system.) If yes, in step 206 the LLM requests a file 
level token. If not, in step 208 the LLM determines 
if the file size is less than 128 Kbytes. If yes, the 
LLM requests a file level token. If not, in step 210 
the LLM determines if the start page number is the 
first page of the file (P = 0). If yes, the LLM re- 
quests a file level token. If not, in step 212 the LLM 
determines if the present access is consecutive to 
the immediately previous access to the file. If yes, 
the LLM requests a file level token. If not, in step 
214 the LLM determines if the total number of 
pages to be accessed is greater than 8. If yes, the 
LLM requests a file level token. If not, in step 216 
the LLM requests a page level tokerr on each of the 
pages to be accessed. 

A flow chart of the lock management task of a 
local lock manager is illustrated in FIG. 3. Assume 
that a requesting process executing on a given 
node (the requesting node) wants to acquire a lock 
on a given file A in mode X, where X is read or 
write. In step 302, the LLM examines its state table 
904 to determine if there is an entry for file A. If in 
step 304, the LLM determines that there is not 
such an entry, in step 306 the LLM executes the 
granularity task of FIG. 2 to determine the proper 
granularity for the token request. Then, in step 308 
the LLM sends an ACQUIRE request to the LCS 
that owns file A and waits for a reply. 

Upon receipt of the reply, in step 310 the LLM 
examines the reply and determines whether the 
token has been granted (reply is OK). If the token 
has been granted, the LLM adds an entry to its 
state table 904 in step 312 (indicating the token 
mode) and sets the lock bit in step 314. This 
completes the token acquisition and granting of the 
lock request. If the token has not been granted 
(reply is NOT OK), the reply from the LCS contains 
a copyset of the current token holders. In this case, 
in step 316 the LLM sends a DOWNGRADE or 
REVOKE message to the copyset nodes. The LLM 
sends the DOWNGRADE message if it needs to 
acquire a read token. The LLM sends a REVOKE 
message if it needs to acquire a write token. 

After receiving acknowledgement (OK mes- 
sage) from all of the copyset nodes, in step 318 
the LLM informs the LCS that the token has been 
downgraded or revoked. In response, the LCS 



changes the state table 1004 entry for the token to 
reflect that the requesting LLM is a holder of the 
token and it is in the requested mode. The LCS 
then sends an acknowledgement to the requesting 
5 LLM. 

After receiving the acknowledgement from the 
LCS in step 320, the LLM adds an entry to its state 
table 904 in step 312 and sets the lock bit for that 
entry in step 314. This completes token acquisition 

io and granting of the lock request. 

If, in step 304, the token is found in the LLM 
state table 904, in step 322 the LLM checks the 
token state (in the mode field) to determine if it is 
in transition. A token state is in transition if another 

rs process is waiting for a response from another LLM 
as a prerequisite to change the token state. The 
state table mode field indicates the specific type of 
transition that the entry is in (e.g. read changing to 
write, acquiring, etc.). If the token state is in transi- 

20 tion, in step 324 the requesting process awaits for 
the transition state to end. 

If the token state is not in transition, in step 326 
the LLM determines if the file is locked by another 
process executing on the same node. This is in- 

25 dicated by the lock bit in the state table entry for 
the token being set (logical 1). If the token is 
locked, in step 324 the requesting process waits for 
the other process to release the lock. 

If the lock bit is not set, in step 328 the LLM 

30 determines if the token state is compatible with the 
requested state. For example, if the node has a 
READ token, this is compatible with a request for a 
read lock by a process executing on the node. On 
the other hand, a READ token is not compatible 

35 with a request for a write lock. If the token state is 
compatible with the requested state, in step 314, 
the LLM sets the lock bit in the LLM state table 
entry for the file and returns an indication to the 
requesting process that the resource has been 

40 locked. This completes lock granting. If the re- 
quested state is incompatible with the token state, 
the LLM performs steps 306 and 308 as previously 
described. 

When an LLM wants to upgrade a token (i.e. it 
45 has a READ token and it wants a WRITE token) it 
sends an UPGRADE request to the LCS and awaits 
a reply. Upon receipt of the reply, the LLM checks 
to see if the token has been upgraded. If the token 
has been upgraded, the LLM updates the state of 
so the token in its table and thus complete the token 
upgrade. If the token has not been upgraded, the 
reply from the LCS contains the copyset of current 
token holders and in response, the LLM sends a 
revoke messages to the copyset nodes. 
55 After receiving acknowledgement from the 

copyset nodes, the LLM informs the LCS that the 
token has been revoked. In response, the LCS 
changes the LCS its state table entry for the token 
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to reflect that the requesting LLM is the only holder 
of the token and the token is in the requested 
mode. The LCS then sends an acknowledgement 
to the requesting LLM. After receiving an acknowl- 
edgement, the LLM updates the state of the token 
in its own state table 904 and thus completes the 
token upgrade. 

Whenever a token is to be given up by an 
LLM, the LLM sends a GIVEUP request to the LCS 
and awaits a reply. In response, the LCS changes 
its state table to reflect that the requesting LLM 
does not have the token anymore and sends an 
acknowledgement. Upon receipt of the acknowl- 
edgement, the LLM removes the token entry from 
its table and thus completes the token give-up. 

A flow chart of the LCS task is illustrated in 
FIG. 4. When an LCS receives an ACQUIRE or 
UPGRADE request from an LLM, in step 402 the 
LCS task looks up the token in the LCS state table 
1004. If, in step 404, an entry is found for the 
token, in step 406 the LCS task checks if the token 
state has been put in a transition state by another 
node. If yes, in step 408 this thread of the LCS task 
sleeps until the transition is cleared. If not, in step 
410 the LCS task compares the token state with 
the requested state to determine if the states are 
compatible. If yes, in step 412 the LCS task adds, 
the requesting node to the copyset for the token's 
LCS state table entry and sends an acknowledge- 
ment to the requesting LLM. If not, in step 414 the 
LCS task marks the entry as being in-transition and 
returns the present copyset to the requesting LLM. 

If, in step 404, an entry is not found for the 
token, in step 416 the LCS task adds an entry (for 
this token) to its state table, adds the requesting 
node to the copyset for this entry in step 412 and 
returns an acknowledgment (OK) message to the 
requesting LLM to indicate that the token has been 
granted, 

FIG. 5 shows the handling of a CHANGE-TO- 
KEN request by an LLM. When such a request is 
received, in step 502 the LCS task locates the 
token entry in its LCS table. Then, in step 504 the 
LCS task clears the transition flag from the mode 
field and updates the copyset. Next, in step 506, 
the LCS task adds the requesting node to the 
copyset and returns an acknowledgement (OK) 
message to the requesting LLM. 

An example illustrating the present system and 
method will now be described by reference to 
FIGs. 6A-6E. FIG. 6A shows the initial state. Fig- 
ures 6B-6E depict the changes in the state of the 
LLM and LCS tables due to a series of tokens 
requests. 

The state change is illustrated for a single 
token A. Initially, node 1 issues a request to ac- 
quire token A in read mode. The request is send to 
the LCS which then examines its state table to 
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determine if an entry for token A exists. Since no 
entry exists, the LCS grants the token, updates its 
state table and sends an OK message as a reply to 
node 1. Upon receipt of the OK message, node 1 
5 updates its LLM state table 904(1) to indicate that it 
now has token A in READ mode. This state is 
shown in FIG. 6B. 

Next, nodes 2 and 3 initiate requests to acquire 
token A in read mode. When these requests reach 

io the LCS it processes the request in the order of 
receipt. Assuming that the request from node 2 
reaches the LCS before the request from node 3, 
the LCS examines its state table 1004 to determine 
if an entry for token A exists. As an entry exists, it 

75 checks to see if the mode of the new request is 
compatible with the current mode of the token. In 
this case, the two modes are compatible (both are 
READ'S). Therefore, the LCS grants the token, up- 
dates the copyset for the token entry and sends an 

20 OK message as a reply to node 2. Upon receipt of 
the OK message, node 2 updates its LLM table to 
indicate that it now has token A in read mode. 
Next, the LCS processes the request from node 3 
and grants token A to node 3. FIG. 6C shows the 

25 state of the LLM and LCS tables after the three 
ACQUIRE token requests have been processed, 
in FIG. 6D, node 1 issues an UPGRADE token 
♦ request for A. After marking the entry in-transition, 
node 1 sends the upgrade request to the LCS. The 

30 LCS examines its table and determines that nodes 
2 and 3 also have outstanding read tokens on A. It 
marks the token-entry in transition and returns a 
copyset (consisting of nodes 2 and 3) to node 1. 
Node 1 sends a REVOKE message to nodes 2 and 

35 3 asking them to give-up token A. Upon receiving a 
REVOKE request, nodes 2 and 3 delete the token- 
entry from their LLM table, and send an OK mes- 
sage as a reply to node 1. After receiving the OK 
message as confirmation from nodes 2 and 3, node 

40 1 sends a message to the LCS indicating that the 
revokes have been successfully complete. The 
LCS clears the in-transition flag on the token entry, 
updates the state of the token and returns an OK 
message to node 1. Upon receiving the OK mes- 

45 sage, node 1 clears the in-transition flag on its LLM 
table entry and updates it. FIG. 6E shows the 
states LLM and LCS tables at the completion of the 
upgrade token request. 

FIG. 7 shows the sequence of message flows 

so among the LLM's and the LCS. 

Message format in the present system are il- 
lustrated in FIG. 8. The message structure consists 
of the following fields: (1) Command 802a, which 
identifies the operation to perform at the LLM or 

55 LCS; (2) File Id 802b, which identifies the file for 
which the operation is requested; (3) Mode 802c, if 
valid, identifies the mode in which the token is 
requested; (4) Starting page number 802d, if valid, 
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identifies the starting page number in a file for 
which the token is valid; (5) End page number 
802e, if valid, identifies the end page number of th 
file for which the token is valid; and (6) Copyset 
802f, if valid, identifies the LLMs that have the 
token in a conflicting mode. AH messages include 
the source node address and the destination node 
address. 

The operations which can be specified in the 
command field 802a include ACQUIRE 804, UP- 
GRADE 806, GIVEUP 808, CHANGE-TOKEN 810, 
OK 812. NOT OK 814, REVOKE 816 and DOWN- 
GRADE 818. 

ACQUIRE 804 is a message from a client to 
the server indicating that the client wants to obtain 
a read mode or a write mode token. The message 
includes a command (in field 802a) that identifies 
the message as an Acquire request, a File ID (in 
field 802b) which identifies the file for which the 
token is requested; a Mode (in field 802c) which 
identifies which of a read mode or write mode 
token is requested; and a range (in fields 802d, 
802e) which identifies, respectively, the starting 
(first) page number and the ending (last) page 
number for which the token is requested in the file 
identified by the file ID field 802b. The copyset 
field 802f is unused in this message type. 

UPGRADE 806 is a message from a client to 
the server indicating that the client wants to up- 
grade its token for a particular file from read mode 
to write mode. The message includes a command 
(in field 802a) that identifies the message as an 
upgrade request; a File ID (in field 802b) which 
identifies the file for which the token upgrade is 
requested; and range (in fields 802d, 802e) which 
identifies, respectively, the starting (first) page 
number and the ending (last) page number for 
which the token upgrade is requested in the file 
identified by the file ID 802b. The Mode 802c and 
copyset 802f fields are unused in this message. 

GIVEUP (Surrender Token) 808 is a message 
from a client to the server indicating that the client 
wants to surrender its token for a particular file or 
range of pages in a file {i.e. it no longer wants to 
hold a token on the file). The message includes a 
command (in field 802a) that identifies the mes- 
sage as a Surrender request; a File ID (in field 
802b) which identifies the file on which the surren- 
der is requested; and a range (in fields 802d, 802e) 
which identifies, respectively, the starting (first) 
page number and the ending (last) page number 
for which the token surrender is requested in the 
file identified by the file ID 802b. The mode field 
802c and the copyset field 802f are unused in this 
message type. 

CHANGE-TOKEN 810 is a message from a 
client to the server indicating that the client has 
taken some previous action required by the server 



for a mode change and wants the server to change 
an entry in the Lock Control Server to reflect the 
mode change. The message includes a command 
(in field 802a) that identifies the message as an 

5 CHANGE-TOKEN request; a File ID (in field 802b) 
which identifies the file on which the mode change 
is requested; a Mode (in field 802c) which indicates 
the new mode (read or write); a range (in fields 
802d, 802e) which identifies, respectively, the start- 

10 ing (first) page number and the ending (last) page 
number for which the token state change is re- 
quested in the file identified by the file ID 802b; 
and a Copyset (in field 802e) specifying the new 
copyset for the range of pages (identified in fields 

75 8 02d and 802e) in the file identified in the File ID 
field 802b. 

OK (Acknowledgment) 812 is a message from 
the first node to the second node, indicating that a 
request from the first node has been received and 

20 granted. The message includes a command (in 
field 802a) identifying that the message as an ac- 
knowledge; a File ID (in field 802b) identifying the 
file for which the request is being acknowledged; a 
range (in fields 802d and 802e) which identifies. 

25 respectively, the starting (first) page number and 
the ending (last) page number for which the ac- 
knowledgement applies in the file identified by the 
file ID 802b. The mode field 802c and the copyset 
field 802f are unused in this message type. 

30 NOT OK (Negative Acknowledgment) 814 is 

message from the server to a client indicating that 
a request from the client has not been granted. The 
message includes a command (in field 802a) that 
identifies the message as a negative acknowledge- 

35 ment; a File ID (in field 802b) which identifies the 
file for which the token client request is being 
denied; a Mode (in field 802c) identifying the cur- 
rent token mode for the pages (specified in range 
fields 802d, 802e) in the file specified by File ID 

40 field 802b; a range (in fields 802d, 802e) which 
identifies, respectively, the starting (first) page 
number and the ending (last) page number for 
which the negative acknowledgement applies in the 
file identified by the file ID 802b; and a copyset (in 

45 field 802f) which identifies which nodes have the 
token mode specified in the mode field 802c. 

REVOKE 816 is a message from a first client 
to second client requesting that the second client 
surrender its token for a particular file or range of 

50 pages in a file. The message includes a command 
(in field 802a) that identifies the message as a 
Revoke request; a File ID (in field 802b) which 
identifies the file on which the revoke is requested; 
a Mode (in field 802c) identifying the present mode 

55 of the token at the lock control server; and a range 
(in fields 802d and 802e) which identifies, respec- 
tively, the starting (first) page number and the 
ending (last) page number for which the token 
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revoke is requested in the file identified by the file 
ID 802b. The copyset field 802f is unused in this 
message type. 

DOWNGRADE 818 is a message from a first 
client to second client requesting that the second 
client downgrade its token for a particular file or 
range of pages in a file from write mode to read 
mode. The message includes a command (in field 
802a) which identifies the message as a Down- 
grade request; a File ID (in field 802b) which iden- 
tifies the file on which the downgrade is requested; 
a Mode (in field 802c) which identifies the present 
mode of the token at the lock control server; and a 
range (in fields 802d and 802e) which identifies, 
respectively, the starting (first) page number and 
the ending (last) page number for which the token 
downgrade is requested in the file identified by the 
file ID 802b. The copyset field 802f is unused in 
this message type. 

Now that the invention has been described by 
way of the preferred embodiment, various modi- 
fications and improvements will occur to those of 
skill in the art. Thus, it should be understood that 
the preferred embodiment has been provided as an 
example and not as a limitation. The scope of the 
invention is defined by the appended claims. 

Claims 

1. A locking apparatus for managing access to a 
shared data resource by a plurality of pro- 
cesses having access to the shared data con- 
trolled by two or more data managers execut- 
ing in a processing complex comprising one or 
more coupled processors, said apparatus com- 
prising: 

a) a lock control server associated with the 
shared data resource, said lock control serv- 
er comprising: 

i) table means to record lock control sta- 
tus of data objects of the shared data 
resource; 

ii) means responsive to a requested lock 
on a data object, to report conflicting lock 
status of the data object; 

b) a plurality of lock managers, each of the 
lock managers, each of said lock managers 
comprising: 

i) means to request that lock control in a 
specified mode be granted from the data 
object from the lock control server, and if 
not granted, to receive a list of the lock 
managers with conflicting control for the 
data object; 

ii) means to request of and receive ac- 
knowledgement from other lock manag- 
ers of the giving-up of conflicting control 
of the data object; 



iii) means to request of the lock control 
server to update said table means to 
reflect that this lock managers has lock 
control in a specified mode for the data 

5 object; and, 

iv) means to locally grant locks in a 
specified mode on the data object after 
lock control in an appropriate mode for 
the data object has been acquired from 

*o the lock control server. 

2. A locking apparatus for use in a multicomputer 
system wherein multiple data processing 
nodes, each under control of its own operating 
75 system, are joined by a communications net- 

work and wherein at least some of the pro- 
cessing nodes control access to shared re- 
sources, the locking apparatus comprising: 

a) a lock control server associated with each 
20 processing node owning a shared resource, 

said lock control server comprising: 

i) table means to record lock control sta- 
tus of data objects of the shared re- 
source; 

25 ii) means responsive to a requested lock 

on a data object, to report conflicting lock 
status of the data object; 

b) a plurality of lock managers, each of the 
lock managers being associated with a node 

30 which requires access to a data object 

whose access is controlled by another 
node, each of said lock managers compris- 
ing: 

i) means to request that lock control in a 
35 specified mode be granted from the data 

object from the lock control server, and if 
not granted, to receive a list of the lock 
managers with conflicting control for the 
data object; 

4 o ii) means to request of and receive ac- 

knowledgement from other lock manag- 
ers of the giving-up of conflicting control 
of the data object; 

iii) means to locally grant locks in a 
45 specified mode on the data object after 

lock control in an appropriate mode for 
the data object has been acquired from 
the lock control server. 

so 3. The apparatus of Claim 2 wherein each node 
comprises a lock state table, the lock state 
table comprising an entry for each lock known 
to the node and each entry including a token 
ID field which identifies a shared resource 

55 which is locked, a mode field indicates a mode 

of the lock and a lock bit field which indicates 
whether a process executing on the node has 
a lock on the data object. 
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The apparatus of Claim 2 further comprising 
means for locally granting locks, by the node, 
on the data object whose access is controlled 
by another node, after lock control for the data 
object has been acquired. 5 

A locking apparatus for use in a client node of 
a multicomputer system wherein multiple data 
processing nodes, each under control of its 
own operating system, are joined by a commu- 10 
nications network and wherein at least one of 
the data processing nodes controls access to a 
shared resource having a plurality of data ob- 
jects stored therein, the locking apparatus 
comprising: 75 
request receiving means, for receiving a lock 
request on a specified data object from a pro- 
cess executing on the client node; 
lock state determination means for determining 
a present lock state of the data object; 20 
lock comparator means for determining wheth- 
er the present lock state is compatible with the 
lock request; 

lock request generator means, responsive to a 
determination by the lock comparator means 25 
that the present lock state is incompatible with 
the requested lock, for sending a message on 
the network, from the client node to another 
node which has the lock, requesting that the 
another node give up the incompatible lock 30 
and acknowledge when it has done so; and, 
update means, for analyzing responses from 
the network and, responsive to acknowledge- 
ment from the another node, for updating the 
lock state to indicate that the node has the lock 35 
on the specified data object. 

The locking apparatus of Claim 5, further com- 
prising: 

lock storage means for storing the present lock 40 
states of at least some of the data objects not 
owned by the node; and, 
wherein, the lock comparator means comprises 
means, responsive to the lock request, for 
comparing the requested lock state with the 45 
present lock states stored in the lock state 
storage means and for indicating whether a 
present lock state, compatible with the data 
object lock request, is stored in the lock state 
storage means. 50 

The locking apparatus of Claim 5, further com- 
prising: a file owner directory coupled to the 
lock request means, the file owner directory 
comprising a list of shared resources in the 55 
system and their respective owners. 



8. In a multicomputer system wherein multiple 
data processing nodes, each under control of 
its own operating system, are joined by a 
communications network and wherein at least 
one server controls access to a shared re- 
source, a locking method comprising the steps 
of: 

recording, at the server, lock control status of 
data objects of the shared data resource; 
requesting, by a first node, that lock control in 
a specified mode be granted on a particular 
data object; 

responsive to a requested lock on a data ob- 
ject, reporting by the server, a list of nodes 
having conflicting lock status of the data ob- 
ject; 

responsive to receipt of the list, requesting by 
the first node that other nodes on the list give 
up of conflicting control of the data object; and, 
responsive to acknowledgement from the other 
nodes that conflicting control has been given 
up, request by the first node that the server 
update the lock control status to reflect that the 
first node has lock control in the particular 
mode for the data object. 

9. The method of Claim 8 comprising the further 
step of: locally granting locks, by the first 
node, on the data object after lock control for 
the data object has been acquired. 

10. A method for determining granularity of a lock 
request on an data object shared by two or 
more processes executing on a least one pro- 
cessor, comprising the steps of: 

identifying the particular data object on which a 
lock is needed; 

(a) determining if the data object is a direc- 
tory type file; 

(b) determining if the data object is smaller 
than a predetermined size; 

(c) determining if access is needed to a first 
page of the data object; 

(d) determining if the access is consecutive 
to a previous access; 

(e) determining if the access is to greater 
than a predetermined number of pages; 
and, 

(f) when it is determined that any of steps 
(a), (b), (c), (d) and (e) are answered in the 
affirmative, requesting a lock on the entire 
data object and otherwise requesting the 
lock on particular pages to be accessed. 

11. A system for determining granularity of a lock 
request on an data object shared by two or 
more processes executing on a least one pro- 
cessor, comprising: 
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process means for identifying a particular data 
object on which a lock is needed; 
granularity means, coupled to the means for 
identifying, for determining a granularity of a 
lock to be requested; the granularity means 
determining the granularity responsive to 
whether the data object is a directory type file; 
size of the data object; whether access is 
needed to a first page of the data object; 
whether access is consecutive to a previous 
access; and whether access is to greater than 
a predetermined number of pages; and, lock 
request means, coupled to the granularity 
means, for requesting a lock on pages of the 
data object specified by the granularity means. 

12. The system of Claim 11 wherein the lock re- 
quest means comprises: 

lock state determination means for determining 
a present lock state of the data object; 
lock comparator means for determining wheth- 
er the present lock state is compatible with the 
lock request; 

lock request generator means, responsive to a 
determination by the lock comparator means 
that the present lock state is incompatible with 
the requested lock, for sending a message on 
the network to another node which has the 
lock, requesting that the another node give up 
the incompatible lock and acknowledge when it 
has done so; and, 

update means, for analyzing responses from 
the network and, responsive to acknowledge- 
ment from the other node, for updating the 
lock state to indicate that the node has the lock 
on the specified data object. 

13. A system for determining granularity of a lock 
request on a data object shared by two or 
more processes executing on a least one pro- 
cessor, comprising: 

process means for identifying a particular data 
object on which a lock is needed; 
granularity means, coupled to the means for 
identifying, for determining a granularity of a 
lock to be requested; the granularity means 
determining the granularity responsive to a set 
of heuristic rules; 

lock request means, coupled to the granularity 
means, for requesting a lock on pages of the 
data object specified by the granularity means. 

14. The system of Claim 13 where in the set of 
heuristic rules are applied to attributes of the 
data object and attributes of a requested ac- 
cess. 



15. The system of Claim 14 wherein the attributes 
of the requested access include whether ac- 
cess is needed to a first page of the data 
object; whether access is consecutive to a 

5 previous access; and whether access is to 

greater than a predetermined number of 
pages. 

16. The system of Claim 14 wherein the attributes 
to of the data object include whether the data 

object is a directory type file and size of the 
data object. 

17. In a multicomputer system wherein multiple 
75 data processing nodes, each under control of 

its own operating system, are joined by a 
communications network and wherein at least 
one server controls access to a shared re- 
source, a locking method comprising the steps 
20 of: 

recording, at the server, lock control status of 
data objects of the shared data resource; 
identifying a data object on which a lock is 
required; 

25 determining a portion of the data object on 

which to request the lock; 
requesting, by a first node, that lock control in 
. a specified mode be granted on the portion of 
a data object; 

30 responsive to a requested lock on a data ob- 

ject, reporting by the server, a list of . nodes 
having conflicting lock status of the data ob- 
ject; 

responsive to receipt of the list, requesting by 
35 the first node that other nodes on the list give 

up conflicting control of the data object; and, 
responsive to acknowledgement from the other 
nodes that conflicting control has been given 
up, request by the first node that the server 
40 update the lock control status to reflect that the 

first node has lock control in the particular 
mode for the data object. 

18. The method of Claim 17 wherein the determin- 
es ing comprises the step of applying a set of 

heuristic rules to attributes of the data object 
and attributes of a requested access to the 
data object. 

so 19. The method of Claim 15 wherein the applying 
of the set of heuristic rules comprises the step 
of determining whether access is needed to a 
first page of the data object; whether access is 
consecutive to a previous access; and whether 

55 access is to greater than a predetermined 

number of pages. 
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20. The method of Claim 17 wherein the determin- 
ing comprises the steps of: 

(a) determining if the data object is a direc- 
tory type file; 

(b) determining if the data object is smaller 5 
than a pred termined size; 

(c) determining if access is needed to a first 
page of the data object; 

(d) determining if the access is consecutive 

to a previous access; io 

(e) determining if the access is to greater 
than a predetermined number of pages; 
and, 

(f) when it is determined that any of steps 

(a), (b), (c), (d) and (e) are answered in the 75 
affirmative, requesting a lock on the entire 
data object and otherwise requesting the 
lock on particular pages to be accessed. 

20 
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(54) A distributed lock manager using a passive, state-full control-server 

(57) A locking apparatus for a multicomputer sys- 
tem. The lock apparatus is a two level system wherein 
local lock managers grant locks on a resource only after 
they have acquired an appropriate token from a lock 
control server which is the owner of the resource. The 
lock control server is passive and has all the control 
information for a resource it owns. When a local lock 
manager needs a token in a specified mode for a partic- 
ular resource, "rt acquires the token from the lock control 
server. If there are no conflicting tokens, then the lock 
control server grants the token. However, if there are 
conflicting tokens, then the lock control server responds 
with a list of the local lock managers with conflicting 
tokens. The requesting lock manager then requests 
each of the local lock managers with conflicting tokens 
to give it up and to acknowledge when it has done so. 
When the acknowledgements have been received, the 
local lock manager requests the lock control server to 
update its table and grant the requested token. 
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